
R8000 SERIES 

 COOL GLOBE (R8000B) -- Basic and Standard 

 COOL STAR (R8000L) -- Light weight 

 COOL PLANET (R8000D) -- Deluxe with Extra Insulation 

 COOL GALAXY (R8000M) -- Multi-Temperature Controlled 

 COOL LUNAR (R8000P) -- Pups or Doubles (28’+28’) & 

Rocky Mountain Doubles (48’+48’) 



CIMC VEHICLES

  COOL GLOBE   COOL STAR    COOL PLANET
R8000B R8000L R8000D

Basic and Standard Light weight Deluxe, Extra Insulation
General Information
U.S. Certified Serial Plate ☆ ☆ ☆

General Dimensions
Overall Length 53' ☆ ☆ ☆

Overall Width 102.36" ☆ ☆ ☆

Overall Height 13'6" ☆ ☆ ☆

Coupler Height 47" ☆ ☆ ☆

36" Kingpin Setting ☆ ☆ ☆

Landing Gear Setting 145" Nose/Centerline ☆ ☆ ☆

Insulation
Sidewall 2" ☆ ☆

Sidewall 2.5" ☆

Roof 2.5" ☆

Roof 3" ☆ ☆

Floor 2.5" ☆ ☆

Floor 3" ☆

Nose 4" ☆ ☆ ☆

Sidewalls
0.040" PPW Aluminum Corrugated Side Sheets ☆ ☆

0.050" PPW Aluminum Corrugated Side Sheets ☆

High Strength Extruded Aluminum Top & Bottom Side Rail ☆ ☆ ☆

1.13"  Extruded Aluminum J-Uprights on 12" Centers LG to Nose, 24" Rest ☆ ☆ ☆

Roof
0.032" One-Piece Smooth Bare Aluminum Sheet ☆

0.040" One-Piece Smooth Bare Aluminum Sheet ☆ ☆

1.13"  Extruded Aluminum J-Shape  Roof Bow ☆ ☆ ☆

Roof Bows on 24" Centers Spacing ☆

Roof Bows on 32" Centers Spacing ☆ ☆

Nose
0.026" High-Gloss Stainless Steel Nose Sheet ☆

0.050" PPW Smooth Aluminum Nose Sheet ☆ ☆

5" Radius Extruded Aluminum Nose Corner with Stainless Steel Corner Cover ☆ ☆ ☆

High strength Steel Nose Uprights ☆ ☆ ☆

Nose Prepare for Carrier or Thermo King Reefer Unit ☆ ☆ ☆

Rear Door
Frame Type Rear Door Panels with Multi-Folder Tight Compression Seal Gaskets ☆ ☆ ☆

 REEFER TRAILER STANDARD SPECIFICATIONS COMPARISON

DESCRIPTION
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CIMC VEHICLES

  COOL GLOBE   COOL STAR    COOL PLANET
R8000B R8000L R8000D

Basic and Standard Light weight Deluxe, Extra Insulation

 REEFER TRAILER STANDARD SPECIFICATIONS COMPARISON

DESCRIPTION

0.050" PPW Aluminum Smooth Outer Door Skin ☆ ☆

0.026" High-Gloss Stainless Steel Outer Door Skin ☆

Five (5) H.D. Extruded Aluminum Hinges & One Lock Rod Per Door ☆ ☆ ☆

One Swing Vent with Interior Screen on the Lower CS Door ☆ ☆ ☆

Rear Frame
Stainless Steel Rear Frame With Glass Bead Shot Surface ☆ ☆ ☆

Hot-Dip Galvanized Steel Bumper With Anti-Skid Horizontal Surface, Bolt-On Style ☆ ☆ ☆

One Pair Rubber Dock Bumpers on Rear Post (Outside Llights) ☆ ☆ ☆

Interior Lining/Floors/Scuffs
FRP (Aumotuf) Linings ☆

Versitex (VR2)  Linings ☆ ☆

1-1/4" Extruded Aluminum Duct Floor with 16,000 LBS Floor Rating ☆ ☆

1-1/8" Extruded Aluminum Duct Floor ☆

48"-Long Extruded Alum I- Inserts  in Center 72"-Width of theFloor, Apitong Stringer Full Length ☆ ☆ ☆

Front and Rear Gutters, withDrains, Install Four Dock Plates over Rear Gutter ☆ ☆ ☆

0.040" Versitex (VR2) Subfloor ☆ ☆ ☆

12" High H.D. Extruded Aluminum Scuffbands ☆ ☆ ☆

Underframe
4-1/4" Deep Upper Coupler with AAR Kingpin ☆ ☆ ☆

4" DeepAluminum I-Beam on 12" Centers Forward of LG, with Tractor Tire Protection Plates ☆ ☆ ☆

Five (5) 4" DeepSteel I-Beam Crossmembers on 12" Centers Over LG ☆ ☆ ☆

5" Deep Extruded Aluminum I-Beam on 12" Centers in Bay Area ☆ ☆ ☆

4" Deep Strength Steel I-Beam Crossmembers on 12" Centers over Slide Rail, with Extra Three Beams ☆ ☆ ☆

Landing Gear
SAF-Holland CMS Series with RS Crank Handle and 10" Square Cushion Foot, Outboard Mount ☆ ☆ ☆

Hot-Dip Galvanized K-Bracing & Skirt Plates with Bulges ☆ ☆ ☆

Suspension
Holland CB4000 Series Air Ride Slide With Posilok, 77.5" Track and 49" Spread ☆ ☆ ☆

216" Slide Rail Length with 96" Suspension Travel ☆ ☆ ☆

Axles
Parallel Spindle with 5/8 " Wall Thickness ☆ ☆ ☆

Haldex Automatic Slack Adjuster and Air Brake Chamber ☆ ☆ ☆

Tires/Wheels
Hankook TL01 295/75R22.5 Tires ☆ ☆ ☆

8.25"x22.5" Steel Disc Wheel with Powdercoat, Hub Piloted,5 HH ☆

8.25"x22.5" Aluminum Disc Wheel with Outside Polished Inside Mill ☆ ☆
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CIMC VEHICLES

  COOL GLOBE   COOL STAR    COOL PLANET
R8000B R8000L R8000D

Basic and Standard Light weight Deluxe, Extra Insulation

 REEFER TRAILER STANDARD SPECIFICATIONS COMPARISON

DESCRIPTION

Wheel Ends
KIC Long Stud Hub Piloted Cast Steel Hub/Drum ☆ ☆ ☆

Stemco PPS Plus-5-Year Warranty Axle End Condition ☆ ☆ ☆

Brake System
Wabco 2S-1M ABS System ☆ ☆ ☆

Non-Swivel Glad-hand, Surface Mounting On Lower RS of The Nose ☆ ☆ ☆

Wiring And Lights
Phillips Seal and Long Life Wiring Harness ☆ ☆ ☆

7-Way Electrical Receptacle with Split Pins and Nylon Box, Overlaid Mounted on Lower RS of The Nose ☆ ☆ ☆

Truck-Lite Super Series LED Lights, DOT Min Required Qty (Exc. Three Stop/ Tail/ Turn Lights Each Side) ☆ ☆ ☆

DOT Min Required Conspicuity Tape ☆ ☆ ☆

Refrigerated Unit Service
Customer Furnished Refrigerated Unit and Accessories (Fuel Tank, Battery and Air Return Bulkhead etc.) ☆ ☆ ☆

Miscellaneous
Aluminum VIN Plate on Nose ☆ ☆ ☆

White Mudflaps with CIMC Logo ☆ ☆ ☆

Truck-Lite #97960Card Holders ☆ ☆ ☆
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                                         R8000 SERIES OPTION FEATURES                        CIMC VEHICLES 

 
All rights reserved. Specifications and dimensions may vary by model and are subject to change without notice.           7                             Driving New Value, Moving the World              

 
 

 
 
 
 
 
 

Roll-Up Door 
 
 
 
 
 
 

Customized Bulkhead 
 
 
 
 
 
 
 

False Bulkhead 
(Front Barrier) 

 
 
 
 
 

 
Customized Rear Post 

Grabhandle 

 
 
 
 
 
 

PPW Al Flat Sidewall 
 
 
 
 
 
 

Mechanical Suspension 
 
 
 
 
 
 
 

Tire Carrier 
 
 
 
 
 
 
 

Lift Tire Carrier System 
 

 
 
 
 
 
 

42” Kingpin Setting 
 
 
 
 
 
 

24” High Scuffband 
 
 
 
 
 
 
 
Recessed Logistic E-Track 
 
 
 
 
 
 
 
SST Chain&Hook  Holder 
 

 
 
 
 
 
 

1.32” H.D. Al Flat Floor 
 
 
 
 
 
 

Two Row Overlaid Track 
 
 
 
 
 
 
 

Single Row Recessed 
E-Track 

 
 
 
 
 
 

Five Rear Header Lights 
 

 
 
 
 
 
 

High strength Lining 
 
 
 
 
 
 

Fuel Tank 
 
 
 
 
 
 
 

Recessed Dome Light 
 
 
 
 
 
 
 

Alum Manifest Box 
 

 
 
 
 
 
 

Four Lock Rods 
 
 
 
 
 
 

Mini LED Header Lights 
 
 
 
 
 
 

 
Two Rear Lights 

 
 
 
 
 
 
 
Rear Bumper with H Step 
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Alum Wheels 
 
 
 
 
 
 
 

Kemlite Lining 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Three Lock Rods 
 
 
 
 
 
 
 

Refrigerated Unit 
Installation 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Quilted SST Rear Door 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Nose Vent 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

SST Nose Pedals 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

SST Front Panel 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


